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Picture Item Number Description Beam Angle Voltage
Size

(mm)
Material

Weight

/ Box

Box Size

(mm)

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

                       IN HOME LIGHTING LIMITED 

All outdoor lamps are used UL wire and supported: custom sizes, custom packaging, Logo printing.

380*290*270

24PCS/box

380*290*270

24PCS/box

270*270*290

8PCS/box

270*270*290

8PCS/box

380*290*270

24PCS/box

380*290*270

24PCS/box

9KG

9KG

6KG

6KG

10KG

10KG

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Φ50*68

Φ50*75

Φ67*85

Φ70*71

Φ55*72

Φ55*72

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

10°20°30°45°

C20*25°

10°20°30°45°

C20*25°

30°C20*25°

side emitting

30°C20*25°

30°C20*25°

1X1W  single color

Blue / Green / Red / White;

1X3W  single color

Blue / Green / Red / White;

1x3W RGB 3 in 1

1X1W  single color

Blue / Green / Red / White;

1X3W  single color

Blue / Green / Red / White;

1x3W RGB 3 in 1

1X1W  single color

Blue / Green / Red / White;

1X3W  single color

Blue / Green / Red / White;

1x3W RGB 3 in 1

1X3W  single color

Blue / Green / Red / White;

one side emitting

1X3W  single color

Blue / Green / Red / White;

two sides emitting

1X3W  single color

Blue / Green / Red / White;

four sides emitting

1X1W  single color

Blue / Green / Red / White;

1X3W  single color

Blue / Green / Red / White;

1x3W RGB 3 in 1

1X1W  single color

Blue / Green / Red / White;

1X3W  single color

Blue / Green / Red / White;

1x3W RGB 3 in 1

IH-MD-FC1X1

IH-MD-FC1X3

IH-MD-FC1X3FF

    From Amy - 160325

                                                                                                                                             Email:sales05@inhomelight.com

IH-MD-KA1X1

IH-MD-KA1X3

IH-MD-KA1X3FF

IH-MD-KB1X1

IH-MD-KB1X3

IH-MD-KB1X3FF

IH-MD-QY1X1

IH-MD-QY1X3

IH-MD-QY1X3FF

IH-MD-1S1X3

IH-MD-2S1X3

IH-MD-4S1X3

IH-MD-KC1X1

IH-MD-KC1X3

IH-MD-KC1X3FF

www.inhomelight.com

www.carlightsbulbs.com

        英 锋 光 电 有 限 公 司 sales05@inhomelight.com

8615918316207

Address: NO.391, Huangcheng Road, HuangJiang Town ,Dongguan City, GuanDong province,China.523750

       LED Underground Light 
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Picture Item Number Description Beam Angle Voltage
Size

(mm)
Material

Weight

/ Box

Box Size

(mm)

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

IH-MD-COBY5
COB  1X5W  single color

Blue / Green / Red / White;
30° 100-240VAC Φ70*80

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

5.5KG
270*270*290

8PCS/box

IH-MD-COBF5
COB  1X5W  single color

Blue / Green / Red / White;
30° 100-240VAC Φ66*80

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

5.5KG
270*270*290

8PCS/box

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

380*190*310

4PCS/box

380*190*310

4PCS/box

380*290*270

24PCS/box

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

10KG

9KG

9KG

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Φ55*76

198*63

328*63

Φ165*80

Φ165*80

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

side emitting

30°

30°

10°20°30°45°

C20*25°

10°20°30°45°

C20*25°

6X3W  single color

Blue / Green / Red / White;

6X1W RGB

6X3W RGB

6X3W RGB 3 in 1

7X1W  single color

Blue / Green / Red / White;

7X3W  single color

Blue / Green / Red / White;

7X3W RGB 3 in 1

1X3W  single color

Blue / Green / Red / White;

two sides emitting

1X3W  single color

Blue / Green / Red / White;

four sides emitting

3X1W  single color

Blue / Green / Red / White;

3X1.5W  single color

Blue / Green / Red / White;

3X1.5W  RGB 3 in 1

6X1W  single color

Blue / Green / Red / White;

6X1.5W  single color

Blue / Green / Red / White;

6X1.5W  RGB 3 in 1

6X1W  single color

Blue / Green / Red / White;

1X3W  single color

Blue / Green / Red / White;

one side emitting

IH-MD-E7X3

IH-MD-E7X3FF

IH-MD-C61X1

IH-MD-C61X1.5

IH-MD-C61X1.5FF

IH-MD-E6X1

IH-MD-E6X3

IH-MD-E6X1F

IH-MD-E6X3F

IH-MD-E6X3FF

IH-MD-E7X1

IH-MD-1K1X3

IH-MD-2K1X3

IH-MD-4K1X3

IH-MD-C31X1

IH-MD-C31X1.5

IH-MD-C31X1.5FF



Picture Item Number Description Beam Angle Voltage
Size

(mm)
Material

Weight

/ Box

Box Size

(mm)

24VDC

100-240VAC

24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

12VDC or 24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

24VDC

100-240VAC

1. Price based on EXW DongGuan

2. Delivery: 10 Days after payment

3. warranty: 3 years

380*190*310

4PCS/box

270*270*290

8PCS/box

390*195*260

4PCS/box

390*195*260

4PCS/box

420*220*280

4PCS/box

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

Glass:

Tempered

Glass

Housing:

Die-casting

Aluminum

9KG

7KG

6.5KG

6.5KG

8KG

Φ165*80

Φ118*68

Φ160*37

Φ160*37

Φ185*40

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12VDC or 24VDC

12X3W RGB 3 in 1

10°20°30°45°

10°20°30°45°

30°45°

30°45°

30°45°

9X1W  single color

Blue / Green / Red / White;

9X2W  single color

Blue / Green / Red / White;

9X1W RGB

9X2W RGB

9X3W RGB 3 in 1

12X1W  single color

Blue / Green / Red / White;

12X3W  single color

Blue / Green / Red / White;

12X1W RGB

12X3W RGB

9X1W RGB

9X3W RGB

9X3W RGB 3 in 1

3X1W  single color

Blue / Green / Red / White;

3X3W  single color

Blue / Green / Red / White;

3X3W RGB 3 in 1

6X1W  single color

Blue / Green / Red / White;

6X3W  single color

Blue / Green / Red / White;

6X3W RGB 3 in 1

9X1W  single color

Blue / Green / Red / White;

7X3W  single color

Blue / Green / Red / White;

IH-MD-A12X1

IH-MD-A12X3

IH-MD-A12X1F

IH-MD-A12X3F

IH-MD-A12X3FF

IH-MD-A3X3FF

IH-MD-A6X1

IH-MD-A6X3

IH-MD-A6X3FF

IH-MD-A9X1

IH-MD-A9X2

IH-MD-A9X1F

IH-MD-A9X2F

IH-MD-A9X3FF

IH-MD-E9X1

IH-MD-E9X3

IH-MD-E9X1F

IH-MD-E9X3F

IH-MD-E9X3FF

IH-MD-A3X1

IH-MD-A3X3


